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Características técnicas:
Nº de referencia 44222

High Performance Sawing Centre
Marca: RATTUNDE

Modelo: ACS
102/2/BM+CFMCURVE+SCB+SRT+PI

Año de
fabricación: 2007 used

Recosntruida:
Control: SIEMENS S7

Feedstock Tube
external diameter min.: 10 mm
external diameter max.: 105 mm
wall thickness min.: 0.8 mm
Largo min.: 3000 mm
lenght max.: 12500 mm

Product (profile, tube)
Largo min.: 20 mm
lenght max.: 2000 mm

Datos de conexión eléctricos
Potencia de conexión: 100 kVA
Tensión de conexión: 400 V
Frecuencia de la red: 50 Hz

 
Información adicional:
Rattunde ACS 102/2/BM+CFMcurve+SCB+SRT+PI

+ CFMcurve end machining on both sides with
automatic adjustment

Performance data (actual production): + 2500 pcs/h
(sawing only) + 1800 pcs/h (with chamfering CFM) 
Exclusions from supply (even when visible on photos):
- the equipment is sold without crate roller table

Internal ID: FIX23/Rattunde7
 
Vendedor:
ProdEq Trading GmbH 
Marc Schönenberger 
Reckholder 1, 9527 Niederhelfenschwil, Switzerland 
+41 71 948 70 60 
marc.schoenenberger@prodeq.ch
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