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Características técnicas:
Nº de referencia 49661

Lavadora en continuo
Marca: LPW
Modelo: POWERLINE 600T2
Año de fabricación:2015 used
Recosntruida:
Control: Control electrónico

Surface Treatment, usable Process Space / Zone
length: 6000 mm
Ancho: 625 mm

Dimensiones / peso
espacio requerido -
izquierdo/derecha-: 6000 mm

espacio requerido -delante/atrás-: 2655 mm
Altura total: 2400 mm
Peso total aprox.: 5000 kg

Datos de conexión eléctricos
Consumo de energía eléctrica
(total): 125 kW

Tensión de conexión: 400 V
Frecuencia de la red: 50 Hz

 
Información adicional:
Cleaning process: Zone Zone length Treatment time at
0.6m/min (0.4-2m/min) Feed approx. 600mm Infeed
zone approx. 300mm Cleaning zone approx. 1000mm
approx. 100s Neutral zone/blow-off approx. 500mm
Rinsing zone approx. 800mm approx. 80s Neutral zone
approx. 500mm Blow-drying zone approx. 1500mm
approx. 180s, about 130º Celsius Total length of the
system approx. 6000mm The throughput time is
adjustable and depends on the required treatment
time Workpiece size (in the direction of travel): �
Largest approx. 360x630x300 mm (lxwxh) � Smallest
approx. 50x15x5mm (lxwxh) Translated with
DeepL.com (free version)
 
Vendedor:
ProdEq Trading GmbH 
Michael Weishaupt 
Reckholder 1, 9527 Niederhelfenschwil, Switzerland 
+41 71 948 70 60 
michael.weishaupt@prodeq.ch
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Fotos y documentos
Nº de referencia 49661

Video Template: 
| https://www.youtube.com/embed/Kp8dHjTUn9w | | 
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