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Data Sheet
Reference No.: 40278

Obdelovalni center - portalni,
vertikalni
Brand: WALDRICH COBURG
Model:
YoM, approx.: 1973 used
Reconditioned: 2009
Controls: CNC krmiljenje SIEMENS 840 D

Working Range -cubic-
X-axis travel: 3000 mm
Y-axis travel: 2000 mm

Portal / Bridge
distance between columns: 2150 mm

Table
table surface (left-right): 3000 mm
table surface (front-back): 2000 mm
workpiece load (max): 20000 kg

spindle / head
spindle revolutions (min): 20 /min
spindle revolutions (max): 600 /min

Axis drives
feed velocity (min): 10 mm/min
feed velocity (max): 2000 mm/min
rapid traverse: 2000 mm/min

Electrical specifications
mains voltage: 400 V
mains frequency: 50 Hz

Dimensions / weights
space requirements -left/right-: 10000 mm
space requirements -front/back-: 6500 mm
total height: 5500 mm
total weight approx.: 75000 kg

 
Additional Information:
Equipment:
- 2 vertical spindle
- 1 Horizontal spindle
- incl. magnetic plate 

2019: Gearbox and spindle revised 
2009: General overhaul

 
Seller:
ProdEq Trading GmbH 
Michael Weishaupt 
Reckholder 1, 9527 Niederhelfenschwil, Switzerland 
+41 71 948 70 60 
michael.weishaupt@prodeq.ch
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Video Template: 
| https://www.youtube.com/watch?v=zkTIu8HNxe0 | | 
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