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Teknik Bilgi Formu
Referans No.: 57603

Eksantrik pres (C pres)

Marka: DELTECO
Model: PE-63
Uretim yil, yaklasik: 1999 used
Revizyonlu:

Kontrol sistemi:

PRES-KONSTRUKSiYON
drive system: eccentric / crank

PRES GUCU
Toplam-nominal gig: 63 to
nominal work capacity: 630 KNm

PRES MASASI
Baglama alaninin genisligi  (sol -

2. 900 mm
saqg):
Bagla.ma alaninin genisgligi  (6n - 560 mm
arka):
thickness of bolster plate: 250 mm
KOG
Baglama alaninin genigligi  (sol - 450 mm
sag):
Baglama alaninin genigligi  (6n - 310 mm
arka):
spigot hole diameter: 50 mm
Strok (kurs): 100 mm
Vurus sayisi maksimum: 100 /min
slide (mechan. Press)
Kog Reglaji: 80 mm
Kurs (min.): 17.5 mm
Kurs (maks.): 100 mm
BAGLAMA EBATLARI
Baglama yiksekligi maksimum: 340 mm
distance table - slide max.: 440 mm
ELEKTRiK DEGERLERI
Enerji sarfiyati (toplam): 5.5 kW
Badlanti Voltaji: 380V
Frekans: 50 Hz
EBATLAR / AGIRLIK
Kullanma Alani Uzunluk: 1310 mm
Kullanma Alani Genislik: 1500 mm
Komple Yuksekligi: 2900 mm

Toplam agirhik yaklasik: 4800 kg

navigating Production Equipment
back into Work and Profit

Attachments (presses)
safety guard / safety door: evet
European CE standards: evet
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